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■Specification

   SMD7050 HCSL Crystal Oscillator 

■Features:
    ●Tri-State Enable/Disable
    ●Low Jitter And Noise
    ●Tape And Reel
    ●Mainly used in SONET,SDH and Gb Ethern

:
Parameter Min Typical Max Unit

Part Type SMD7050

Frequency Range(F0) 90.00 125.00 MHz

  ±20 Fo ±50 ppm

Frequency Stability @

Frequency Tolerance @25±3℃(△F/Fo)

TOPR(△F/Fo) ±20 Fo ±50 ppm

Operating Temperature Range(TOPR) -40 +85 ℃

Storage Temperature Range(TSTG) -55 +125 ℃

Operating Voltage(Vcc) 3.3±5% V

Input Current On Load(Icc) 80 mA

Duty Cycle(η) 45 50 55 %

Rise Time (Tr) 0.5 ns

Fall Time (Tf) 0.5 ns

Start Time(Ts) 3 ms

Differential Output Voltage(Voc) 350 mV

Differential Output Error(△Voc) 40 mV

Offset Voltage(Vos) 1.25 V

Offset error(△Vos) 50 mV

Output  Load 100Ω Output-Comp.output

Integrated phase jitter(RMS) 1ps(max) at Integrated 12KHz to 20MHz

Output Low Voltage Level("0") 0.15 V

Output High Voltage Level("1") 0.6 V

■Dimensions And Pin Function:
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