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                                                                                SMD2016 Crystal Oscillator
                                      
                                        ●Tri-State Enable/Disable
                                        ●HCMOS Compatible
                                        ●Tape And Reel
                                        ●IR Re-flo

■Features:

w

■Specification:
Parameter Min Typical Max Unit

Part Type SMD2016

Frequency Range(Fo) 1.00 60.00 MHz

Frequency Tolerance @25±3℃(△F/Fo) ±20 Fo ±50 ppm

Frequency Stability @TOPR(△F/Fo) ±20 Fo ±50 ppm

Operating Temperature Range(TOPR) -40 +85 ℃

Storage Temperature Range(TSTG) -55 +125 ℃

Operating Voltage(Vcc) 3.3±10%、2.8±10% or 1.8±10% V

Input Current On Load(Icc)

1(13.7 to 70.0KHz)

mA25(2.0 to 49.99MHz)

35(50.00 to 60.0MHz)

Duty Cycle(η) 45 50 55 %

Rise Time (Tr)

50(13.7 to 70.0KHz)

ns10(2.0 to 23.99MHz)

8(24.00 to 60.0MHz)

Fall Time (Tf)

50(13.7 to 70.0KHz)

ns10(2.0 to 23.99MHz)

8(24.00 to 60.0MHz)

Start-up Time(Ts) 3 ms

Output Load    15PF HCMOS  Typ

Output Low Voltage Level("0") 10%VCC V

Output High Voltage Level("1") 90%VCC V

■Dimensions And Pin Function:

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

0.
85

M
AX

             #1

  #4   #3

   #2

Marking
  Area

Vcc
Output
GND
NC/Tri-state

1.
6±

0.
1

Unit:mm

2.0± 0.1

Function

#4
#3
#2
#1
PIN

www.dongguangxx.com 

Tel :0755-82981341 
Fax:0755-82981034


